
4MPPT 1200W Micro Inverter Product Specification 

 

Input Data(DC)  MS1200W  

Recommend PV modules  300W x 4pcs   

Maximum DC input voltage  50V  

MPPT voltage range  25-40V/14-20V  

Operation voltage range  10.5-50V  

One way maximum input current  20A  

   

Output Data(AC)  @120VAC  @230VAC  

Peak power output  1200Watt  1200Watt  

Rated output power  1150Watt  1150Watt  

Rated output current  9.58A  5A  

Rated voltage range  90-160VAC  180-260VAC  

Rated frequency range  50Hz/60Hz Auto  50Hz/60Hz Auto  

Power factor  >98%  >98%  

Maximum units per branch  3pcs(single phase)  5pcs(single phase)  

Permission Max-current per branch   30A  30A  

         

Efficiency  @120VAC  @230VAC  

MPPT efficiency  99.5%  99.5%  

Maximum output efficiency  92%  92%  

Night power consumption  <50mW Max  <70mW Max  

   

Exterior  

Ambient temperature range  -40 to +60  

Operation temperature range(inverter inside)  -40 to +82  

Dimensions (WxHxD)  370mm*305mm*38mm  

Weight  2.85kg  

Waterproof rating  IP65  

Cooling  Natural convection - No fans  

   

Feature  

Power transmission mode  Reverse transfer, load priority  

Electromagnetic compatibility  EN50081.part1   EN50082.part1  

Grid disturbance  EN61000-3-2 Safety EN62109  

Grid detection  DIN VDE 1026 UL1741  

      

Package     

Inner box Dimensions  425 x 370 x 115mm  

Unit G.W.  4KG  

Carton Dimensions  435x380x240mm  

Carton G.W.  8.6KG  

 


